
COMPLETED PROJECTS ON 

EAGLE TESTERS 



• Multifunctional door actuator driver for 

automotive applications (36L) 

•11 output drivers upto 6A loads 

•Current monitor o/p for all highside drivers 
 
•Open load detection for all outputs 
 
•SPI interface 

• Convert from E364 dual to E364 Quad 
 
• Testtime: 4.9s (Dual) to 5.3s (Quad) 
 
• 925 Tests 



• Power Management IC with LIN and high 

speed CAN (36L) 

•5 high side drivers with internal 4 chn PWM generator 
 
•2 low side drivers with active Zener clamping 

•Advance HS Can transceiver & bus failure diagnosis 
 
•SPI interface for control and diagnosis 

• Convert from E364 dual to E364 Quad 
 
• Testtime: 4.9s (Dual) to 5.7s (Quad) 
 
• 625 Tests 



• Power Management System IC (36L) 

•5 high side drivers 
 
•2 relay drivers 

•Window watchdow and fail-safe output 

•24 bits SPI interface for control and diagnosis 

• Convert from E364 dual to E364 Quad 
 
• Testtime: 4.2s (Dual) to 5.5s (Quad) 
 
• 586 Tests 



• Smart Driver Power IC for Automotive 

applications (36L) 

•2 Injector and 2 Igniter drivers 
 
•3 Solenoid and 3 Relay drivers 

•O2 Sensor pre drivers with current sensing 
 
•16 bits SPI interface for control and diagnosis 

• Convert from A565 single to E364 Dual 
 
• Testtime: 5s (Single) to 3.4s (Dual) 



• Smart Driver Power IC for Automotive 

applications (36L) 

•4 Injector and 4 Solenoid drivers 
 
•2 Relay drivers 

•2 O2 Sensor heater drivers 

•16 bits SPI interface for control and diagnosis 

• Convert from A565 single to E364 Dual 
 
• Testtime: 3.7s (Single) to 4.3s (Dual) 
 
• 750 tests 



• Safety Power Regulator IC for Automotive 

applications (14L) 

•Boost Buck regulators 
 
•Softstart 

•Current limit  & thermal shutdown protection 

• Convert from A565 single to E364 Dual 
 
• Testtime: 2s (Single) to 2.3s (Dual) 



• PWM Constant Current Control Stepping Motor Driver (12L) 

• 1 Channel Stepping Motor driver 

• 2 Channel Forward/Reverse DC Motor driver 
 
• Built in Low Voltage Detection circuit 
 
• Parallel Input control 

• New product development on ETS88 Dualsite 
 
• Testtime: 1.6s (Dual) 



COMPLETED PROJECTS ON 

 TERADYNE IFLEX TESTERS 



• Multiple Load Driver for Engine Control (64L) 

•6 low side drivers (2.5A min overcurrent, gasoline engine 

injectors) 

•4 low side drivers (1.5A min overcurrent, solenoids) 

•2 low side drivers (5.5A min overcurrent, lambda heaters) 
 
•6 push pull pre-drivers for spark plug ignition 
 
•Full diagnostic by 8-bit SPI 
 
•Thermal shutdown 

• Convert from A565 (single) to iFlex (quad) 
 
• Testtime: 1.8sec(Single)    - 672 tests 

3.2sec  (Quad) 



• Airbag combined ASIC (80L) 

•4 independent squib drivers 
 
•5 switch interfaces 

•Integrated 10 bit ADC for system diagnostic 
 
•Safing block 
 
•2 k-line driver 
 
•16/64 bit SPI 

• Convert from iFlex (single) to iFlex (quad) 
 
• Testtime:  17sec(Single) - 2121 tests 

25sec  (Quad) 



• ECU Low Side Drivers (64L) 

•16 low side drivers 

•Individual output driver over-voltage, over-current & 

over temperature protection 

•Low battery drive & direct switch on 

•Over-voltage shutdown & under voltage reset 

• Convert from iFlex (single) to iFlex (dual) 
 
• Testtime: 7.2s (Single) – 1165 Tests 
 
4.4s (Dual) 



COMPLETED PROJECTS ON 

EAGLE TESTERS 



• Multifunctional door actuator driver for 

automotive applications (36L) 

•11 output drivers upto 6A loads 

•Current monitor o/p for all highside drivers 
 
•Open load detection for all outputs 
 
•SPI interface 

• Convert from E364 dual to E364 Quad 
 
• Testtime: 4.9s (Dual) to 5.3s (Quad) 
 
• 925 Tests 



• Power Management IC with LIN and high 

speed CAN (36L) 

•5 high side drivers with internal 4 chn PWM generator 
 
•2 low side drivers with active Zener clamping 

•Advance HS Can transceiver & bus failure diagnosis 
 
•SPI interface for control and diagnosis 

• Convert from E364 dual to E364 Quad 
 
• Testtime: 4.9s (Dual) to 5.7s (Quad) 
 
• 625 Tests 



• Power Management System IC (36L) 

•5 high side drivers 
 
•2 relay drivers 

•Window watchdow and fail-safe output 

•24 bits SPI interface for control and diagnosis 

• Convert from E364 dual to E364 Quad 
 
• Testtime: 4.2s (Dual) to 5.5s (Quad) 
 
• 586 Tests 



• Smart Driver Power IC for Automotive 

applications (36L) 

•2 Injector and 2 Igniter drivers 
 
•3 Solenoid and 3 Relay drivers 

•O2 Sensor pre drivers with current sensing 
 
•16 bits SPI interface for control and diagnosis 

• Convert from A565 single to E364 Dual 
 
• Testtime: 5s (Single) to 3.4s (Dual) 



• Smart Driver Power IC for Automotive 

applications (36L) 

•4 Injector and 4 Solenoid drivers 
 
•2 Relay drivers 

•2 O2 Sensor heater drivers 

•16 bits SPI interface for control and diagnosis 

• Convert from A565 single to E364 Dual 
 
• Testtime: 3.7s (Single) to 4.3s (Dual) 
 
• 750 tests 



• Safety Power Regulator IC for Automotive 

applications (14L) 

•Boost Buck regulators 
 
•Softstart 

•Current limit  & thermal shutdown protection 

• Convert from A565 single to E364 Dual 
 
• Testtime: 2s (Single) to 2.3s (Dual) 



• PWM Constant Current Control Stepping Motor Driver (12L) 

• 1 Channel Stepping Motor driver 

• 2 Channel Forward/Reverse DC Motor driver 
 
• Built in Low Voltage Detection circuit 
 
• Parallel Input control 

• New product development on ETS88 Dualsite 
 
• Testtime: 1.6s (Dual) 


